
trijekt connector

81-pole

LSU4.9, heater (4) - gy
LSU4.9, heater (3) - wh - term.5
LSU4.9, VM (2) - ye - term.51
LSU4.9, IP (1) - rd - term.52
LSU4.9, UN (6) - bk - term.70
LSU4.9, IA (5) - gn - term.71

signal ground - bn - term.27
signal - gn - term.26

signal ground - bn - term.78
5V - ws - term.73
function input 1 - gn - term.40
function input 2 - gn/bk - term.49
function input 8 - pk - term.56

CAN-Low - bn - term.58
CAN-High - pk - term.60

power ground - bk - term.1+2
U_supply "load" - rd/bu - term.3
U_supply "controller" - rd - term.21
5V (e.g. for speed sen.) - wh - term.53
enable - gn - term.39
ready to start - vt - term.65
U_supply gas valve - rd/ye
U_supply ignition coils - rd/gy
U+ for speed sensors - rd/wh

(Versorgung)

(Breitbandlambda)

CAN-Bus

9-pole Sub D connector

(1) - power ground - bk
(2) - U_supp. gas valve - rd/ye
(3) - U_supply ign. coils - rd/gy
(4) - U_supply lambda - gy
(5) - U+ for speed sens. - rd/wh
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stepper motor (1) - vt - term.45
stepper motor (4) - ye - term.46
stepper motor (3) - gy - term.47
stepper motor (2) - bu - term.48
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TXD (2) - bn - term.68
RXD (3) - wh - term.69
GND (5) - gn - term.1+2

signal ground - bn - term.78
signal - gn - term.17

U_supply ignition coils - rd/gy
ignition coil A - vt - term.81
ignition coil B - ye - term.43
ignition coil C - gy - term.62
ignition coil D - bu - term.80

5V - wh - term.72
signal ground - bn - term.36
signal setpoint load - gn - term.35
signal setpoint load 2 - pk - term.34

supply - rd/bu - term.3
ground - bk - term.1+2
signal ground - bn - term.78
signal - gn - term.70

signal ground - bn - term.50
signal - gn - term.54
U+ for speed sensors - wh

U+ - rd - term.21
operating type - gn - term.38
operating mode - pk - term.57

U+ - rd - term.21
switching output 8 - vt - term.18
switching output 9 - ye - term.66

5V - wh - term.73
signal ground - bn - term.33
signal - gn - term.29

signal ground - bn - term.78
signal - gn - term.61

signal ground - bn - term.78
signal - gn - term.20

(Gasmischer)

(Zündspulen)

(Sollwert Last)

(Sprunglambda)

(Aussetzer-Erkennung)

(Öldruck)

(Betriebsmodus)

(Schaltausgänge)

(Funktionseingänge)

(Zusatztemp.2)

(Zusatztemp.3)

Abgastemperatur

(Lufttemperatur)

cable harness_81P - gas

5-pole superseal connector

stepper motor throttle - vt - term.7
stepper motor throttle - ye - term.8
stepper motor throttle - gy - term.19
stepper motor throttle - bu - term.24

Drosselklappe (zus.)

supply

wide band lambda

ignition coils

gas mixer

setpoint load

narrow band lambda

misfire detection

operating mode

oil pressure

function inputs

switching outputs

air temperature

additional temp.2

additional temp.3

exhaust gas temp.

throttle (additional)



U+ for TDC sensor - wh

signal ground - bn - term. 90

signal - gn - term. 86

5V - wh - term. 83

signal ground - bn - term. 90

signal throttle - gn - term. 84

signal throttle 2 - pk - term. 92

DC-Motor A - vt - term. 117

DC-Motor B - ye - term. 118

U_supply stepper thr. - rd - term. 119

stepper motor throttle - vt/gy - term. 112

stepper motor throttle - ye/bk - term. 113

stepper motor throttle - gy - term. 110

stepper motor throttle - bu - term. 111

U+ for speed sensor - wh

signal ground - bn - term. 90

signal - gn - term. 82(Drehzahl)

TDC sensor

throttle

engine temperature

cable harness_40P - gas

5V - wh - term. 98

signal ground - bn - term. 108

signal - gn - term. 101

U_supply gas valve - rd/ye

gas valve - vt - term. 115

signal ground - bn - term. 91

signal - gn - term. 93

air pressure ext.

gas valve

U_supply ignition coils - rd/gy

power ground - bk

ignition output A (low) - vt - term. 96

ignition output B (low) - ye - term. 97

ignition output C (low) - gy - term. 88

ignition output D (low) - bu - term. 89

ignition output E (low) - vt/gy - term. 112

ignition output F (low) - ye/bk - term. 113

ignition outputs

signal ground - bn - term. 99

signal - pk - term. 106

signal ground - bn - term. 99

signal - pk - term. 107

trijekt connector

40-pole

(1) - power ground - bk

(2) - U_supp. gas valve - rd/ye

(3) - U_supply ign. coils - rd/gy

(4) - U_supply lambda - gy - term.119

(5) - U+ for speed sens. - rd/wh

5-pole superseal connector
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knock sensor 1

knock sensor 2

speed sensor

(OT-Signal)

(Drosselklappe)

(Zündausgänge)

(Klopfsensor 1)

(Klopfsensor 2)

(ext. Luftdruck)

(Gasventil)

(Motortemperatur)


